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      Area Grading

                    (acres)

AREA 1 27.3

AREA 2 23.6

AREA 3 23.2

TOTAL 74.1

Volume(gal)

PIT #1 4,700,000

PIT #2 4,700,000

PIT #3      65,000

PIT #4    520,000

PIT #5      40,000
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PERRY SIMMONS
FINAL VIEW

AREA 1

AREA 2

AREA 3

PIT #12

MARKED PROPERTY CORNER
DO NOT DISTURB

MARKED PROPERTY CORNER
DO NOT DISTURB

SUBSURFACE DRAIN #1

PIT #13 RIPRAP DITCH 8

CULVERT #1
TO BE REPLACED WITH
(3) 36" HDPE CULVERTS

CULVERT #2
TO BE REPLACED WITH

30" HDPE CULVERT

VERTICAL OPENING
TO BE GATED
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BASELINE 1

CROSS SECTIONS
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BASELINE 2

CROSS SECTIONS
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10'

TYPICAL GRASSED WATERWAY

3'

OUTFALL GRADE SHALL

3% TO 6%

SLOPES FOR FINAL GRADE NOT EXCEED 3%AS SHOWN ON SECTIONS

5 OZ NON-WOVEN
FILTER FABRIC

CLASS B RIP-RAP

2:1 SLOPE 2:1 SLOPE

RIP-RAP DIVERSION DITCH SECTION
NOT TO SCALENOT TO SCALE

8'

2'
2:1 SLOPE

CREST OF DOWNSTREAM ROCK CHECK SHALL BE SAME
ELEVATION AS TOE OF UPSTREAM ROCK CHECK

CLEAN CLASS A &
CLASS B LIMESTONE

5 OZ. NON-WOVEN
FILTER FABRIC

(NOTCH UPPER END)
GRASS-LINED WATERWAY

20'

8'

CLEAN CLASS A &
CLASS B LIMESTONE

SIDE VIEW
TOP VIEW

ROCK CHECK DETAIL
SCALE 1"=3'

SCALE 1"=10'

MISC. DETAILS
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15'

SUB-SURFACE DRAIN - PLAN VIEW

4" - 9", 92% CaCO 
LIMESTONE

LENGTH VARIES

20'

3'

LENGTH VARIES

SUB-SURFACE DRAIN - SECTION A-A

3

UNDERDRAIN OUTLET

A

A

2'

1'

2'

2'

18" OVERLAP

5 OZ NON-WOVEN
FILTER FABRIC

BACKFILL WITH SOIL AND SHAPE FOR
SURFACE WATERWAY

4"-9" LIMESTONE

5 OZ. NON-WOVEN
FILTER FABRIC
SURROUNDING STONE

SUB-SURFACE DRAIN OUTLET NOT TO SCALE

NOT TO SCALE

NOT TO SCALE

1'18"

5'-10'

BERM DETAIL
SCALE 1"=3'

5'

STREAMRECLAIM AREA

2:1 SLO
PE

2'
2:1 SLOPE

VERTICAL OPENING STEEL GATE DETAIL
SCALE 1"=18"

3'

⅜" WEATHERING STEEL
WELDED AT EACH INTERSECT

¾" WEATHERING STEEL
DRIVEN INTO GRAND

2' MINIMUM

TOP VIEW

6"

SIDE VIEW

6"

¾" WEATHERING STEEL
DRIVEN INTO GROUND 2' MINIMUM

⅜" WEATHERING STEEL
WELDED AT EACH INTERSECT AND AT

¾" WEATHERING STEEL

CROWNED ROAD SURFACE

STREAM CHANNEL

4' MINIMUM

OUTER CULVERTS SLIGHTLY
HIGHER THAN CENTER CULVERT

BACKFILL

36"

NOTE: 3 (36") HEAVY DUTY ADS
CORRUGATED POLYETHYLENE

PIPES ARE REQUIRED

CULVERT #1 DETAIL
SCALE 1"=5'

1" DIA. STAKE

3"-5"

3'

SIDE VIEW TOP VIEW

INSTALL WATTLE IN
SHALLOW TRENCH
(3"-5" DEEP)

WATTLES SHALL BE
OVERLAPPED 1'

12"

2" OF STAKE REMAINS
EXPOSED

COMPACT EXCAVATED SOIL
ON UPSLOPE SIDE

12" STRAW
WATTLE

12" STRAW
WATTLE

INSTALL WATTLES
AT A SLIGHT ANGLE

FLOW

4' MAXIMUM
SPACING ON STAKES

STRAW WATTLE DETAIL
NOT TO SCALE

2:1 2:12'

4'12'

16'

REGRADED SLOPE

TYPICAL TERRACE SECTION
SCALE 1" = 5'

CROWNED ROAD SURFACE

STREAM CHANNEL

2' MINIMUMBACKFILL

30"-36"

NOTE: CULVERT #2 WILL REQUIRE A 30"
HDPE ADS CORRUGATED PIPE &

CULVERT#3 WILL REQUIRE A 36" HDPE
ADS CORRUGATED PIPE

CULVERT #2 & #3 DETAIL
SCALE 1"=5'
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