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  MINOR REVISION -- FHWA
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DETAIL OF PLANTING FOR SOUND DIFFUSION
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DETAIL FOR BARRIER PLANTING AT CATCH BASINS

DETAIL SHOWING PROPOSED TREE SEEDLING PLANTINGS

1-SEE PLANT LIST FOR NAMES OF PLANTS.
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FOR PLANT NAMES-SEE CONTRACT DRAWINGS; FOR SIZES SEE PLANT LIST

SEE NOTE:
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DETAIL FOR PLANTING SHRUBS ON SLOPES

XX XX XX

FOR PLANT NAMES AND SIZES - SEE CONTRACT DRAWINGS

DETAIL OF POLYETHYLENE INSTALLATION FOR SHRUB BEDS
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4-ARRANGE PLANT IN SIMILAR FASHION WHEN PLANTING FILL SLOPES.
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  GAIN NATURAL EFFECTS.

2-SEE SPECIFICATIONS REGARDING MIXING SPECIES OF PLANTS TO
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24’ PAVED ROADWAY
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1 1/4 "-2 1/2 " CAL. & EVERGREEN TREE OVER

ROOT BALL

8’

PREPAREDBACKFILLTREE TIE-ROPE,WIREDOUBLE STRANDNO. 12 GALV. WIRETWISTED TOTIGHTENREINFORCEDRUBBER HOSEWRAPPINGMATERIALWRAPPINGMATERIALHIGH GROWINGTREESLOW GROWINGFLOWERING TREESTRANSITIONAREAROADWAYPAVINGROOTBALLREINFORCEDRUBBER HOUSEDOUBLE STRAND NO. 12GALVANIZED WIRETWISTED TO TIGHTENTREE BALL ORROOT SPREAD2-PLANTING BEDSNUMBER OF SHRUBS ARESHOWN ON PLANS3-PLANT ALL TREE SEEDLINGS WITHOUT DISTURBING EXISTING GROUND  COVER EXCEPT TO PREPARE HOLE TO RECEIVE PLANT.REINFORCED RUBBERHOSEDOUBLE STRAND NO. 12GALVANIZED WIRE TWISTEDTO TIGHTEN.TREE BALLOR ROOTSPREADDOUBLE STRANDNO. 12 GALVANIZEDWIRE TWISTED TOTIGHTEN.BALLDIA.ROOTBALLAREA TO BE PLANTEDWITH SEEDLING TREESPREPAREDBACKFILLFINISHGRADEPREPAREDBACKFILL4 MIL. BLACK POLYETHYLENE SHALL BE CUT EQUIDISTANCE FROMCENTER OF PLANTING HOLE.  THE FOUR (4) TRIANGULAR EDGES SHALLBE FOLDED BACK FROM THE CENTER OF PLANTING HOLE AND COVEREDWITH MULCH AFTER PLANTING.  NO PLASTIC SHALL BE ALLOWED IN THE PLANTING PIT.  COST OF BLACK PLASTIC TO BE INCLUDED IN COST OFOTHER ITEMS.DETAIL OF GUYING FOR FLOWERINGTREE UNDER 6 FT. IN HEIGHTSINGLE STAKE DETAILFOR EVERGREEN TREEUNDER 5 FT. IN HEIGHT2"x2"x6’ STAKETO BE SET ONWINDWARD SIDE(APPROX. 60 )2"x2"x6’STAKE4" WOODCHIP MULCHLOAMSAUCER6" DEEPLOAM SAUCER6" DEPTH4" WOODCHIP MULCH2"x2"x6’STAKE4" WOODCHIP MULCHLOAM SAUCER 6" DEPTH2"x2"x2’STAKEPLACE PLANTS 6’ APART IN ROWS WITH ROWS 2’ APART.PLACE ALL PLANTS WITHOUT DISTURBING EXISTING GROUNDCOVER EXCEPT TO PREPARE HOLE TO RECEIVE PLANT.REV.  1-18-66: NOTE SHOWINGDISTANCE BETWEEN PLANTS ADDED.REV.  1-25-66: INCREASED THEDISTANCE FROM EDGE OF PAVEMENTTO PLANTS TO A MINIMUM OF 30’.REV.  2-28-72: ELIMINATEDDETAIL OF PROPOSED PLANTINGAT STRUCTURE WELLS.  ADDEDDETAIL FOR PLANTING SHRUBS ONSLOPES, SINGLE STAKE DETAILFOR EVERGREEN TREE UNDER 5’ INHEIGHT, DETAIL FOR STAKING OFDECIDUOUS TREE 1 1/4 "-1 1/2 " CAL.& EVERGREEN TREE OVER 5’ INHEIGHT, DETAIL OF GUYING FORFLOWERING TREE UNDER 6’ INHEIGHT & DETAIL OFPOLYETHYLENE INSTAL.REV.  7-1-72: CHANGEDDEPARTMENT NAME.DETAIL FOR STAKING OF DECIDUOUS TREE 5 FT. IN HEIGHTNOTE: IN SPECIAL CASES FAST GROWING DECIDUOUS TREES      ARE ADDED FOR TEMPORARY EFFECT AND SHOWN THUS REV.  7-21-72: REMOVED NOTEREGARDING DISTANCE BETWEENPLANTS.  CHANGED DETAIL FORSTAKING OF DECIDUOUS TREE 1 1/4 "TO 1 1/2 " CAL & EVERGREEN TREEOVER 5’ IN HEIGHT TO READ 1 1/4 "TO 2 1/2 " CAL. REV. 1-1-76:  CHANGED DRAWINGNO. FROM RD-L-10 TO EL-P-10. REV. 5-27-96:  REDREW DRAWING.MADE MINOR REVISIONS AS NEEDED.CONTRACTOR TO REMOVE SOD FROM DESIGNATED MULCH AREAS PRIOR TOINSTALLING PLANTING HOLES.  COST IS INCLUDED IN OTHER ITEMS.
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STATE OF TENNESSEE

DEPARTMENT OF TRANSPORTATION

TYPICAL ROADWAY  LANDSCAPE PLANTING DETAILS


